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NBS Specification for: Concerto IPS/ duct panelling

   

Contents 

●     Concerto IPS/ duct panelling 

● MFC 


● HPL 


● SGL 


● Veneer 
● Glass 

Tel : 0845 470 3000  Fax : 0845 470 3001

Washroom Washroom Ltd The Loughton Seedbed Centre Langston Road, 
Loughton  Essex IG10 3TQ 

K13
PANEL LININGS
160
PROPRIETARY PANEL LINING SYSTEMS
Substrate: Assembled frames constructed from 60 x 44mm treated softwood complete with plywood skirting & header.

Panels :
Manufacturer: Washroom Washroom Ltd, Loughton Seedbed Centre, Langston Road, Loughton, Essex, IG10 3TQ. T: 0845 4703000 F: 0845 470 3001. Email: estimating@washroom.co.uk Web: www.washroom.co.uk
concerto♫ MFC duct panelling system with timber framework
Configuration:

Supplied in ?Nr panels per set. 

[Delete as appropriate] Full height/ half height with shelf.
Board/panels:

19mm moisture resistance (MR) melamine faced chipboard (MFC).
Colours:

To be confirmed from WW standard MFC range.
Moisture content

at time of fixing:
As recommended by fabricator to suit environmental conditions. Consult with 



Washroom Washroom Ltd for details.

Edge treatment:
Edges lipped square to match face in corresponding laminate or PVC.

Method of fixing

panels:

Concealed Hafele push on/ lift off brackets.

Joint treatment:
With vertical flash gaps and close butted horizontally (flashgap laminate can




either match or contrast panel colour).
Included features:
All duct panelling/ cistern duct sets to be made to suit site dimensions.
Accessories:

Not required.

concerto♫ laminate duct panelling system with timber framework
Configuration:

Supplied in ?Nr panels per set. 

[Delete as appropriate] Full height/ half height with shelf.
Board/panels:

18mm MR MDF faced on both sides with high pressure laminate (HPL).

Colours:

To be confirmed from WW standard HPL range.
Moisture content

at time of fixing:
As recommended by fabricator to suit environmental conditions. Consult with 



Washroom Washroom Ltd for details.

Edge treatment:
Edges lipped square to match face in corresponding laminate or PVC.

Method of fixing

panels:

Concealed Hafele push on/ lift off brackets.

Joint treatment:
With vertical flash gaps and close butted horizontally (flashgap laminate can




either match or contrast panel colour).
Included features:
All duct panelling/ cistern duct sets to be made to suit site dimensions.
Accessories:

Not required.

Continued......

concerto♫ solid grade laminate duct panelling system with timber framework
Configuration:

Supplied in ?Nr panels per set. 

[Delete as appropriate] Full height/ half height with shelf.
Board/panels:

12/13mm solid grade laminate (SGL).

Colours:

To be confirmed from WW standard SGL range.
Moisture content

at time of fixing:
As recommended by fabricator to suit environmental conditions. Consult with 



Washroom Washroom Ltd for details.

Edge treatment:
Exposed edges machined to a smooth finish.

Method of fixing

panels:

Concealed Hafele push on/ lift off brackets.

Joint treatment:
With vertical flash gaps and close butted horizontally (flashgap laminate can




either match or contrast panel colour).
Included features:
All duct panelling/ cistern duct sets to be made to suit site dimensions.
Accessories:

Not required.

concerto♫ real wood veneer duct panelling system with timber framework
Configuration:

Supplied in ?Nr panels per set. 

[Delete as appropriate] Full height/ half height with shelf.
Board/panels:

18mm MR MDF faced on one side with real wood veneer, balanced on reverse

Veneer species:

[Enter veneer species, cut & figure here],, with factory applied 2 part AC lacquer.
Moisture content

at time of fixing:
As recommended by fabricator to suit environmental conditions. Consult with 



Washroom Washroom Ltd for details.

Edge treatment:
All edges lipped in corresponding hardwood, vertical edges to run through

Method of fixing

panels:

Concealed Hafele push on/ lift off brackets.

Joint treatment:
With vertical flash gaps and close butted horizontally (flashgap laminate can




either match or contrast panel colour).
Included features:
All duct panelling/ cistern duct sets to be made to suit site dimensions.
Accessories:

Not required.

concerto♫ glass duct panelling system with timber framework
Configuration:

Supplied in ?Nr panels per set. 

[Delete as appropriate] Full height/ half height with shelf.
Board/panels:

6mm back-painted safety glass bonded to 12mm MR MDF substrate.
Colours:

Back-painted white as standard, other colours and patterns available, subject




to surcharge.

Moisture content

at time of fixing:
As recommended by fabricator to suit environmental conditions. Consult with 



Washroom Washroom Ltd for details.

Edge treatment:
Panel edges lipped with anodised aluminium feature trim, mitred on corners.

Method of fixing

panels:

Concealed Hafele push on/ lift off brackets.

Joint treatment:
With vertical flash gaps and close butted horizontally (flashgap laminate can




either match or contrast panel colour).
Included features:
All duct panelling/ cistern duct sets to be made to suit site dimensions.
Accessories:

Not required.

