K32
PANEL CUBICLES 

120
PANEL CUBICLES – UNFRAMED

Manufacturer: Washroom Washroom Ltd, Loughton Seedbed Centre, Langston Road, Loughton, Essex, IG10 3TQ. T: 0845 470 3000 F: 0845 470 3001.
Email: estimating@washroom.co.uk Web: www.washroom.co.uk

forte - toilet cubicles

Pilasters:

12/13mm solid grade laminate (SGL).
Doors:


12/13mm solid grade laminate (SGL).
Partitions:

12/13mm solid grade laminate (SGL).

Colours:

To be confirmed from WW standard SGL range, subject to depth of partition.
Edge treatment:
Exposed edges machined to a smooth finish with radiused safety corner




details to doors and pilasters.

Headrail:

Satin anodised aluminium with D-Shaped profile.
Legs:


Tubular & rounded off design manufactured from stainless steel,
 


fixed to partition panel. Adjustable to suit uneven floor levels.
Ironmongery:

Stainless steel butt hinges/ channel bracket partition & pilaster 





fixings/ / buffered coat hook, nylon/stainless steel  indicator bolt with 



emergency release facility
Finish / colour:

Satin polished.

Dimensions:

1950mm overall height including 150mm floor clearance.
Other requirements:
Where indicated on drawings supplied, outward opening doors have been



allowed complete with satin polished stainless steel pull handles to the outside



face of the doors.
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forte - toilet cubicles

Pilasters:

12/13mm solid grade laminate (SGL).
Doors:


12/13mm solid grade laminate (SGL).
Partitions:

12/13mm solid grade laminate (SGL).

Colours:

To be confirmed from WW standard SGL range, subject to depth of partition.
Edge treatment:
Exposed edges machined to a smooth finish with radiused safety corner




details to doors and pilasters.

Headrail:

Satin anodised aluminium with D-Shaped profile.
Legs:


Tubular & rounded off design manufactured from stainless steel,
 


fixed to partition panel. Adjustable to suit uneven floor levels.
Ironmongery:

Stainless steel butt hinges/ channel bracket partition & pilaster 





fixings/ / buffered coat hook, nylon/stainless steel  indicator bolt with 



emergency release facility(face plate inset into outer face of door)
Finish / colour:

Satin polished.

Dimensions:

1950mm overall height including 150mm floor clearance.
Other requirements:
Where indicated on drawings supplied, outward opening doors have been



allowed complete with satin polished stainless steel pull handles to the outside



face of the doors.
